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1.6 Power Supply Modules (2MLI-CPUU) 
 
There are four power supply modules with different specifications to choose from, 
according to the site requirements e.g. flexible voltage input range, DC input 
power, output voltages and current rating. The below specifications are 
applicable for CPU model: 2MLI-CPUU 

Item 2MLP-ACF1 2MLP-ACF2 2MLP-AC23 2MLP-DC42 

 Input 

Rated input voltage AC 100V – AC 240V AC 200V – AC 240V DC 24V 
Input voltage range AC 85V ~ AC 264V AC 170V ~ AC 264V - 
Input frequency 50 / 60 Hz (47 ~ 63 Hz) - 
Inrush current 20 APeak or less 80APeak or less 
Efficiency 65% or more 60% or more 
Input fuse  Built-in (user no change), UL standard (Slow Blow Type) 
Allowed 
instantaneous 
interruption 

 10 ms and shorter 

Output1 

Output voltage DC 5V (±2%) DC5V (±2%) 

Output current 3.0A 6.0A 8.5A 6.0A 

Over current protect 3.2A or more 6.6A or more 9.0A or more 6.6A or more 

Over voltage protect 5.5V ~ 6.5V 

Output2 

Output voltage DC 24V (±10%) 

- - 
Output current 0.6A 
Over current protect 0.7A or more 
Over voltage protect None 

Relay 
Output 

Application RUN contact  

Rated switching 
voltage/current DC 24V, 0.5A 

Minimum switching 
load DC 5V,1㎃ 
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Battery Specifications 

Item Specifications 

Nominal voltage/current DC 3.0V / 1,800mAh 

Warranty period 5 years (at ambient temperature) 

Purpose Program and data backup, RTC operation when Power-OFF 
Specification Manganese dioxide lithium battery 
Outer dimension (mm) φ 17.0 X 33.5mm 

 

Response time OFF→ON/ ON→OFF: 10㎳ or less/12㎳ or less 

Life 
Mechanical life: 20 million and more times 
Electrical life: rated switching current: 100 thousand and more times 

Voltage indicator Output voltage normal, LED ON 

Cable specification 0.75 ~ 2mm

Compressed terminal 

2 

RAV 1.25 - 3.5, RAV 2 - 3.5 

Weight 0.4kg 0.6kg 0.5kg 


