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IP00, NEMA Type Open (continued)

PowerFlex 755 IP00 Option Kits

Description Required?
Frame 8 Frame 9 Frame 10

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.
Field Termination, Converter, AC Input Recommended 20-750-BUS2-F8 1 20-750-BUS2-F9 1 20-750-BUS2-F10 1
Field Termination, Inverter, AC Output Recommended 20-750-BUS3-F8 1 20-750-BUS3-F9 1 20-750-BUS3-F10 1
Field Termination, Inverter, DC Bus Recommended 20-750-BUS4-F8 1 20-750-BUS4-F9 1 20-750-BUS4-F10 1
Field Termination, DC Input, Common Bus 
Precharge § ♠

Recommended 20-750-BUS5-F8 1 20-750-BUS5-F9 1 20-750-BUS5-F10 1

POD, Bucket Assembly Required 20-750-POD1-F8 1 20-750-POD1-F8 1 20-750-POD1-F8 1
POD, Cable, 24 Volt Supply ♦ Required 20-750-PH1-F8 Δ 20-750-PH2-F9 1 20-750-PH3-F10 1

Cable, Fiber Optic, 560 mm (22 in.) ♦ Required 20-750-FCBL1-F8 1 – – – –

Cable, Fiber Optic, 2.8 m (110 in.) ♦ Required – – 20-750-FCBL1-F10 2 20-750-FCBL1-F10 3
Transceiver, Fiber Optic Required – – SK-R1-FTR1-F8 1 SK-R1-FTR1-F8 2
POD, Remote Mounting Kit Optional 20-750-RPD1-F8 1 20-750-RPD1-F9 1 20-750-RPD1-F10 1
Mounting Kit, Back Panel Recommended 20-750-MNT2-F8 1 20-750-MNT2-F9 1 20-750-MNT2-F10 1
Mounting Kit, Floor Recommended 20-750-MNT3-F8 1 20-750-MNT3-F9 1 20-750-MNT3-F10 1
Duct, Top Outlet Recommended 20-750-DUCT2-F8 1 20-750-DUCT2-F8 2 20-750-DUCT2-F8 3
Duct, Bottom Inlet Recommended 20-750-DUCT4-F8 1 20-750-DUCT4-F8 2 20-750-DUCT4-F8 3
Roll-Out Cart Recommended 20-750-CART1-F8 1 20-750-CART1-F8 1 20-750-CART1-F8 1
Control Power Circuit Breaker § Recommended 1489-A2D130 1 1489-A2D130 2 1489-A2D130 3
Control Power Circuit Breaker Lock § Recommended 1489-AAL0A 1 1489-AAL0A 2 1489-AAL0A 3
EMC Core, Converter Input, AC Input Optional 20-750-EMCBUS1-F8 1 20-750-EMCBUS1-F8 2 20-750-EMCBUS1-F8 3
EMC Core, Inverter Output Optional 20-750-EMCCM1-F8 1 20-750-EMCCM1-F8 2 20-750-EMCCM1-F8 3

§	 Common DC input drives only.
♠	 EMC cores are included with the 20-750-BUS5-Fx kits.
Δ	 24 volt supply cable is included with each Frame 8 drive unit.
♦	 20-750-PH1-Fx and 20-750-FBCL1-Fx kits are used if the Control Pod is mounted in the drive. If the Control Pod is to be remote mounted (up to 23 m or 75 ft away), order a 20-750-RPD1-Fx kit instead.




