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Energy Saver®

NEMA B, TEFC-GP

Standard Features

NEMA Frame Size 143 - 449

Poles 2, 4 & 6

Horsepower Range 1 - 250

Voltage 230/460, 460, 575 (230/460, 460 only depending upon frame and pole).

Shaft Extension 286-449 2 Poles TS all others T

Agency Approvals
UL - InsuLation System Recognition 
CSA - Certification and Efficiency Verification

Altitude 3300 ft

Maximum Ambient 40°C @ 1.15SF, 55°C @ 1.0SF

Bearing 10 Life (Hours) Greater than 65,000 hours, directly coupled

Bearing Caps Cast Iron all frames

Bearing Lubricant Chevron SRI #2

Bearing Re-Lubrication Grease fittings and grease plugs all frames

Bearing Type Ball bearings (6P 447 and 449 frame roller)

Condensate Drain Provided at lowest point of motor under standard horizontal foot mount condition

Conduit Box Cover Gasket Nitrile-butadiene rubber

Conduit Box Hole Thread NPT

Conduit Box Rotation 90 degree increments 

Conduit Box Material Cast Iron

Div 2 Temp Codes
Division 2 Class I Groups A, B, C and D; Division 2 Class II Groups F and G locations 
T3C @ 40°C  
T3B @ 55°C

Drive End Bearing Sizes 205/306/308/309/310/312/314/316/318

Efficiency NEMA Premium

Enclosure TEFC, IP55

End Shield Material Cast Iron

External Surface of ODE ES Painted Yes

Fan Non-Sparking

Fan Cover Material Steel

Field Modifiable to F2 Yes

Frame / Conduit Box Gasket Nitrile-butadiene rubber

Frame Material Cast Iron

Frequency 60 Hz or Variable on PWM drive

Insulation Class Class F

Insulation System Non-Hygroscopic and Anti-Fungus (UL recognized insulation system per UL 1446)

Internal Surface of Fan Cover Painted Yes

Inverter Capabilities
NEMA MG1 Part 31 5:1 Constant Torque  
10:1 Variable Torque 1:5:1 Constant Power for 4 and 6 poles

Lifting Single eyebolt

Mounting Horizontal Foot Mounted

Mounting Holes Dual drilled for multiple fame mounting

Name Plate AISI 304 Stainless Steel

NEMA Design B

Paint Epoxy Ester

Salt Spray ASTM B-117 1000 Hours

Service Factor 1.15

Shaft  ASTM 1045 Carbon Steel

Sound Power NEMA MG1 Part 9 

Tests NEMA Routine, IEEE Method B

Vibration NEMA Grade A.  2 pole motors tested on rigid base.

Warranty 3 years

Winding Temperature Rise Class B @ 1.0SF


